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P-W( )-( ) SERIES PROPELLER GOVERNOR
INSPECTION AND UPGRADE

1. INTRODUCTION

A. Effectivity

All AVIA propeller governors manufactured from
July 2012 till December 2012 listed on page 2.

Always the latest edition of this Service bulletin is
mandatory.

All deviations from this bulletin require approval of
your local Aviation Authority.

B. Reason

At the required inspection during overhaul/repair
on a similar instrument using similar design
features a rotating guide bushing was found. The
base plate with the bushing pressed in must be
replaced with a new base plate without this guide
bushing installed.

This released bushing can lead in operation to
an overspeed or underspeed propeller
condition.

2. PROCEDURES FOR CONTINUED
AIRWORTHINESS

Inspection and replacement or upgrade of the
governor installed on the engine/aircraft if it is
affected by this Service Bulletin.

Modified governors will show the marking “NC” on
the governor base on the side of the governor type
and serial number marking.

All Governor Types, which are new and were
never installed, should be modified before its
first use.

Governors with less than 100 hours of
operation must be modified or replaced within
next 25 hours of operation, or by July 2013.

Governors with more than 100 hours of
operation must be modified or replaced within
next 50 hours of operation, or by October 2013.

KONTROLA A MODIFIKACE REGULATORU
VRTULE RADY P-W( )-()

1. UVOD

A. Uginnost

Plati pro v8echny regulatory vrtule AVIA vyrobené
od cervence 2012 do prosince 2012, které jsou
uvedeny v seznamu na strané 2.

Zavazné je vZdy posledni vydani tohoto Servisniho
bulletinu.

VesSkeré odchylky od tohoto bulletinu podiéhaji
schvaleni pfislusného leteckého ufadu provozovatele.

B. Duvod

Pfi nezbytné kontrole b&hem opravy/generalni
opravy na podobném pfistroji, ktery vyuziva
podobné konstrukéni prvky, bylo zjisténo uvolnéné
kluzné loZisko. Pfiruba s nalisovanym kluznym
loZziskem musi byt nahrazeno novou pfirubou bez
nainstalovaného kluzného loZiska.

Toto uvolnéné pouzdro muize vést k pretoceni
nebo nedotaceni vrtule.

2. POSTUPY PRO ZACHOVANIi LETOVE
ZPUSOBILOSTI

Kontrola a vyména nebo Uprava regulatoru
nainstalovaného na motor nebo letadlo, jestlize se
ho tyka tento servisni bulletin.

Modifikované regulatory budou oznaceny pismeny
,NC* na boku pfiruby ze strany stitku regulatoru.

VSechny typy regulatori, které jsou nové a
nebyly nikdy nainstalované, musi byt
modifikovany pred prvni pouzitim.

Regulatory s naletem mensim nez 100 letovych
hodin musi byt modifikovany nebo vyménény
béhem dalSich 25 letovych hodin nebo do
cervence 2013.

Regulatory s naletem vétsim nez 100 letovych
hodin musi byt modifikovany nebo vyménény
béhem dalsich 50 letovych hodin nebo do fijna
2013.
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AFFECTED PROPELLER GOVERNORS P-W()-()  OVLIVNENE REGULATORY VRTULE P-W( )-()

Propeller Governor Model S/IN
Verze regulatoru vrtule Sériové ¢islo

P-W11-1 12G315B
P-W11-1 12G316B
P-W11-1 12G317B
P-W22-1 12G318B
P-W11-1 12G346B
P-W11-1 12G347B
P-W20-1 12G348B
P-W22-1 12G477B
P-W22-1 12G478B
P-W22-1 12G479B
P-W22-1 12G480B
P-W20-1 12G510B
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